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Technical Features

· Subminiature, Electret-Condenser Headworn Microphone

· Omnidirectional Polar Pattern

· Interchangeable Equalization Caps

· Extreme Lightweight

Description

The Shure Beta 53 is a subminiature, electret-condenser headworn microphone. It is intended for wireless use in sound reinforcement applications that require minimal visibility and maximum mobility, such as stage performances.

Despite its small size, the microphone element provides full, accurate reproduction of speech and vocals, and features an omnidirectional pick-up pattern.

The Beta 53 consists of an adjustable wireframe and boom that allows flexible placement of the microphone cartridge. It is also supplied with two different equalization caps that tailor the microphone’s high-frequency response. Acoustic windscreens are supplied to minimize wind noise.

Model Variations

WBH53B:
 black, 1.5 m cable

WBH53BX: 
 black, no connector, 3 m cable

WBH53T:
 beige, 1.5 m cable

WBH53TX: 
 beige, no connector, 3 m cable

Architects Specifications

The microphone shall be an extreme lightweight headset microphone with an electret-condenser capsule and omnidirectional polar pattern. The frequency response shall reach from 20 Hz up to 20 kHz and the output level shall be 2 mV/Pa. The Microphone should contain a windscreen and an interchangeable equalization cap.

Specifications

Frequency Response
20 Hz – 20 kHz (see figure)
Output Level
-54 dBV/Pa (2 mV)
Maximum Sound Pressure Level 
(1 k( load, 1% THD) 
 142 dB SPL

Output Noise 
(equivalent SPL) 
 33 dB(A)

Net Weight
35 g

Furnished Accessories
Windscreens; equalization caps (each 2 pieces)
Frequency Response
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