








Beta 98H/C

Type Condenser (electret)
Frequency Response 20 Hz to 20 kHz
Polar Pattern Cardioid
Impedance 150 Ω 
Sensitivity 
(at 1 kHz, open circuit voltage)

-56 dBV/Pa (1.6 mV/Pa)

Maximum SPL  
(1 kHz at 1% THD)

155 dB (1 kΩ load) 
163 dB (2.5 kΩ load)

Signal-to-Noise Ratio  
(referenced at 94 dB SPL at 1 kHz)

63 dB

Dynamic Range 
(at 1 kHz)

124 dB    (1 kΩ load) 
132 dB (2.5 kΩ load)

Clipping Level  
(20 Hz-20 kHz at 1% THD)

  3 dBV    (1 kΩ load)
11 dBV (2.5 kΩ load)

Self Noise 
(typical, equivalent SPL, A-weighted)

31 dB(A)

Polarity Positive pressure on diaphragm produces positive voltage on pin 2 with respect to pin 3

Weight 156 g       
Connector Three-pin professional audio (XLR), male
Power Requirements 11 - 52 Vdc phantom

Beta 98H/C Condenser Instrument Microphone (Cardioid)

Overview

Features

Specifications

Built for brass, woodwind and percussion instruments, the Beta 98H/C uses a miniature cardioid condenser microphone with a tailored frequency 
response for open, natural sound. It has a flexible gooseneck mount that clamps directly to the bell or rim for precise positioning.

Accessories and Replacement Parts

www.shure.euBeta Microphones | Beta 98H/C

Polar Pattern

Frequency ResponsePolar Pattern

•	 Uniform cardioid pattern provides for high gain-before-feedback and high rejection of ambient sound
•	 Tailored frequency response for open, natural sound reproduction
•	 Designed for use in high SPL environments
•	 Compact, lightweight construction provides a low degree of visibility
•	 Adjustable gooseneck and ratcheting swivel joint allow for optimal microphone positioning
•	 Interchangeable microphone cartridges with different pick-up pattern options

* included in delivery

95A2314 Storage Bag* 95A2064 Windscreen*  RPM108 Cardioid Capsule* RPM110 Supercardioid Capsule



Beta 98S

Beta 98D/S

Type Condenser (electret)
Frequency Response 20 Hz to 20 kHz
Polar Pattern Supercardioid
Impedance 150 Ω 
Sensitivity
(at 1 kHz, open circuit voltage)

-59 dBV/Pa (1.1 mV/Pa)

Maximum SPL 
(1 kHz at 1% THD)

156 dB (1 kΩ load)
160 dB (2.5 kΩ load)

Signal-to-Noise Ratio 
(referenced at 94 dB SPL at 1 kHz)

59 dB

Dynamic Range 
(at 1 kHz)

121 dB (1 kΩ load)
125 dB (2.5 kΩ load) 

Clipping Level 
(20 Hz-20 kHz at 1% THD)

2 dBV (1 kΩ load)
6 dBV (2.5 kΩ load)

Self Noise
(typical, equivalent SPL, A-weighted)

35 dB(A)

Polarity Positive pressure on diaphragm produces positive voltage on pin 2 with respect to pin 3

Weight 12 g (only microphone capsule)   
Connector 3 Pin XLR (TA3M at microphone)
Power Requirements 48+/- 4 Vdc phantom, 1.2 mA

Beta 98S and Beta 98D/S Condenser Instrument Microphone (Supercardioid)

Overview

Features

Specifications

Precision-engineered for high SPL instrument applications, the Beta 98S and Beta 98D/S provide a clear and detailed sound reproduction. The 
supercardioid polar pattern offers excellent rejection of unwanted sound and high gain-before-feedback. Swivel adapter for Beta 98S included. A98D 
drum mount with flexible gooseneck for accurate and secure placement for Beta 98D/S included. 

•	 Uniform supercardioid polar pattern for high gain-before-feedback and superior rejection of off-axis sound
•	 Tailored frequency response for studio quality performance
•	 Wide dynamic range for use in high SPL environments
•	 Detachable cable for easy storage
•	 Interchangeable microphone cartridges with different polar pattern options

Available Models

Accessories and Replacement Parts

www.shure.euBeta Microphones | Beta 98S and Beta 98D/S

3 mm
25 mm
51 mm

30.3 cm
60.6 cm

Frequency Response

3 mm
25 mm
51 mm

30.3 cm
60.6 cm

Polar Pattern

Beta 98S With swivel adapter (RK282)      

Beta 98D/S With drum mount and gooseneck (A98D)

* included in delivery

RPM626 Preamplifi er* 95A2314 Storage Bag* 95A2064 Windscreen*   RPM110 Supercardioid Capsule* RPM108 Cardioid Capsule

With Beta 98S included: 95A2398 7.6 m Lightweight Cable TA3F to TA4F RK282 Shock-Mount Swivel Adapter  95A2050 5/8” to 3/8” Thread Adapter

With Beta 98D/S included: C98D 4.6 m Cable, TA3F to TA4F A98D Gooseneck Mount



Beta 98A/C

Beta 98AD/C

Type Condenser (electret)
Frequency Response 20 Hz to 20 kHz
Polar Pattern Cardioid
Impedance 179 Ω 
Sensitivity
(at 1 kHz, open circuit voltage)

 -48 dBV/Pa (4 mV/Pa)

Maximum SPL 
(1 kHz at 1% THD)

144.0 dB (1 kΩ load)
150.5 dB (2.5 kΩ load)

Signal-to-Noise Ratio 
(referenced at 94 dB SPL at 1 kHz)

64 dB

Dynamic Range 
(at 1 kHz)

114.0 dB (1 kΩ load)
120.5 dB (2.5 kΩ load)

Clipping Level 
(20 Hz-20 kHz at 1% THD)

1.0 dBV (1 kΩ load)
8.0 dBV (2.5 kΩ load)

Self Noise
(typical, equivalent SPL, A-weighted)

30 dB(A)

Polarity Positive pressure on diaphragm produces positive voltage on pin 2 with respect to pin 3

Weight 12 g (only microphone capsule)
Connector 3 Pin XLR (TA3M at microphone)
Power Requirements 11 - 52 Vdc phantom, 3.6 mA

Beta 98A/C and Beta 98AD/C Condenser Instrument Microphone (Cardioid)

Overview

Features

Specifications

Precision-engineered with a high output miniature cardioid condenser microphone, the Beta 98A/C and Beta 98AD/C provide warm, natural sound 
reproduction, with smooth high-end response. The compact design allows for discreet placement on a variety of acoustic or amplified instruments. Swivel 
adapter for Beta 98A/C included. A98D drum mount with flexible gooseneck for accurate and secure placement for Beta 98AD/C included.

•	 Uniform cardioid polar pattern provides maximum gain-before-feedback
•	 Frequency response tailored for drums and percussion applications
•	 Precision-engineered, for unobtrusive microphone design
•	 Wide dynamic range for use in high SPL environments

Available Models

Accessories and Replacement Parts

www.shure.euBeta Microphones | Beta 98A/C and Beta 98AD/C 

Frequency ResponsePolar Pattern
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Beta 98A/C With RK282 shock-mount swivel adapter for attachment to any standard microphone stand

Beta 98AD/C With A98D drum mount featuring a flexible gooseneck for precise placement and secure attachment

* included in delivery

RPM626 Preamplifi er* 95A2064 Windscreen* 95A2314 Carrying/Storage Bag* RPM98A/C Replacement Cartridge

With Beta 98A/C included: 95A2050 5/8” to 3/8” Thread Adapter 95A2398 7.6 m Lightweight Cable   RK282 Shock-Mount Swivel Adapter

With Beta 98AD/C included: A98D Gooseneck Mount C98D 4.6 m Lightweight Cable, TA3F to TA4F



Beta 98AMP/C

Type Condenser (electret)
Frequency Response 20 Hz to 20 kHz
Polar Pattern Cardioid
Impedance 150 Ω 
Sensitivity
(at 1 kHz, open circuit voltage)

-50.5 dBV/Pa (3 mV/Pa)

Maximum SPL 
(1 kHz at 1% THD)

153 dB (1 kΩ load)
157.5 dB (2.5 kΩ load)

Signal-to-Noise Ratio 
(referenced at 94 dB SPL at 1 kHz)

63.0 dB

Dynamic Range 
(at 1 kHz)

122.0 dB (1 kΩ load)
126.5 dB (2.5 kΩ load)

Clipping Level 
(20 Hz-20 kHz at 1% THD)

  7.5 dBV (1 kΩ load)
12.5 dBV (2.5 kΩ load)

Self Noise
(typical, equivalent SPL, A-weighted)

31 dB(A)

Polarity Positive pressure on diaphragm produces positive voltage on pin 2 with respect to pin 3

Weight 130 g       
Connector Three-pin professional audio (XLR), male
Power Requirements 11 - 52 Vdc phantom, 3.6 mA

Beta 98AMP/C Condenser Drum Microphone (Cardioid)

Overview

Features

Specifications

The cardioid condenser microphone Beta 98AMP/C with integrated preamplifier, provides a smooth, natural, tailored response. It has an extremely high 
maximum SPL and wide dynamic range, ideal for drums and percussion. It offers a flexible gooseneck and the A75M universal microphone mount for 
accurate and secure placement in any configuration.

•	 Uniform cardioid polar pattern provides maximum gain-before-feedback
•	 Rejection of off-axis sound for smooth high-end response and control
•	 Frequency response tailored for drums and percussion applications with a wide dynamic range for use in high SPL environments
•	 Precision-engineered design features integrated preamplifier and XLR connector
•	 Flexible gooseneck for precise placement and easy adjustment
•	 Ships with A75M universal microphone mount for secure placement

Accessories and Replacement Parts
A75M Universal Microphone Mount* 95A2314 Storage Bag* A75-57F Mic Clip*

95A2050 5/8” to 3/8” Thread Adapter* 95A2064 Snap-fi t Windscreen

www.shure.euBeta Microphones | Beta 98AMP/C

Frequency ResponsePolar Pattern
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* included in delivery



Beta 91A

Type Condenser (electret)
Frequency Response 20 Hz to 20 kHz 
Polar Pattern Half-Cardioid
Impedance 146 Ω 
Sensitivity
(at 1 kHz, open circuit voltage)

-48.5 dBV/Pa (3.8 mV/Pa)

Maximum SPL 
(1 kHz at 1% THD)

151 dB (1 kΩ load)
155 dB (2.5 kΩ load)

Signal-to-Noise Ratio 
(referenced at 94 dB SPL at 1 kHz)

64.0 dB

Dynamic Range 
(at 1 kHz)

121 dB (1 kΩ load)
125 dB (2.5 kΩ load)

Clipping Level 
(20 Hz-20 kHz at 1% THD)

  7.5 dBV (1 kΩ load)
12.5 dBV (2.5 kΩ load)

Self Noise
(typical, equivalent SPL, A-weighted)

30.0 dB(A)

Polarity Positive pressure on diaphragm produces positive voltage on pin 2 with respect to pin 3

Weight 470 g       
Switch -7dB attenuation centred at 400 Hz
Connector Three-pin professional audio (XLR), male
Power Requirements 11 - 52 Vdc phantom, 5.6 mA

Beta 91A Condenser Instrument Microphone (Half-Cardioid) 

Overview

Features

Specifications

The Beta 91A is optimised for kick drums and other low frequency applications. It uses a half-cardioid condenser boundary microphone with an 
integrated XLR preamplifier that is tailored for a strong low-end response. It has a two-position contour switch for optimised sound signature depending 
on application.

•	 Uniform half-cardioid polar pattern for maximum gain-before-feedback
•	 Frequency response tailored for kick drums and low frequency application
•	 Precision-engineered low-profile design features integrated preamplifier
•	 Two-position switch to maximise attack depending on application
•	 Flat response setting for natural sound
•	 „Low-mid scoop“  setting for a strong low frequency „punch“

Accessories and Replacement Parts
95A2314 Zippered Pouch* RPM98A/C Replacement Cartridge

www.shure.euBeta Microphones | Beta 91A

Frequency ResponsePolar Pattern
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* included in delivery



Beta 52A

Type Dynamic
Frequency Response 20 Hz to 10 kHz
Polar Pattern Supercardioid
Impedance 45 Ω 
Sensitivity 
(at 1 kHz, open circuit voltage)

-64 dBV/Pa (0.6 mV/Pa) 

Maximum SPL  
(1 kHz at 1% THD)

174 dB 

Polarity Positive pressure on diaphragm produces positive voltage on pin 2 with respect to pin 3

Weight 605 g 
Connector Three-pin professional audio (XLR), male

Beta 52A Dynamic Kick Drum Microphone (Supercardioid)

Overview

Features

Specifications

Featuring an integrated locking stand adapter, the extremely rugged Beta 52A with its supercardioid pattern provides superb attack and “punch”. Ideal 
for kick drums and other low-frequency applications.

•	 Supercardioid pattern for high gain-before-feedback and superior rejection of unwanted noise 
•	 Low sensitivity to varying load impedance 
•	 Studio quality performance, even at extremely high sound pressure levels 
•	 Neodymium magnet for high signal-to-noise ratio output 
•	 Built-in dynamic locking stand adapter with integral XLR connector simplifies setup
•	 Advanced pneumatic shock-mount system that minimises transmission of mechanical noise and vibration 

Accessories and Replacement Parts
95A2314 Storage Bag* 95A2050 5/8” to 3/8” Thread Adapter*   

www.shure.euBeta Microphones | Beta 52A

3 mm
25 mm
51 mm

60.6 cm

Frequency Response

3 mm
25 mm
51 mm

60.6 cm

Polar Pattern

* included in delivery



Beta 56A

Type Dynamic
Frequency Response 50 Hz to 16 kHz
Polar Pattern Supercardioid
Impedance 290 Ω 
Sensitivity 
(at 1 kHz, open circuit voltage)

-51 dBV/Pa (2.8 mV/Pa)

Polarity Positive pressure on diaphragm produces positive voltage on pin 2 with respect to pin 3

Weight 468 g
Connector Three-pin professional audio (XLR), male

Beta 56A Dynamic Drum Microphone (Supercardioid)  

Overview

Features

Specifications

The supercardioid polar pattern of the Beta 56A ensures maximum sound isolation and offers warm, present sound and “punch”. Specifically tailored for 
close miking of snares and toms, it features an integrated locking stand adapter.

•	 Uniform supercardioid pattern for high gain-before-feedback and superior rejection of off–axis sound
•	 Minimally affected by varying load impedance
•	 Compact design reduces stage clutter
•	 Neodymium magnet for high signal-to-noise ratio output
•	 Built-in stand adapter with dynamic locking system and XLR connector simplifies setup and provides greater flexibility
•	 Advanced pneumatic shock-mount system that minimises transmission of mechanical noise and vibration

Accessories and Replacement Parts

www.shure.euBeta Microphones | Beta 56A 

3 mm
25 mm
51 mm

60.6 cm

Frequency Response

3 mm
25 mm
51 mm

60.6 cm

Polar Pattern

* included in delivery
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95A2314 Storage Bag* 95A2050 5/8” to 3/8” Thread Adapter*  A1WS  Windscreen


